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New Products 
 
Komatsu Launches New C144 Harvesting Head 
 
Komatsu America Corp. announces the new high capacity C144 Harvesting Head, the second model in its new C-series 
family of “carry-style” heads. 
 
Weighing 3,086 lbs., the high performance C144 has a recommended DBH working range of 8” to 20” diameter and has 
a 28” maximum cutting diameter. It is available installed on Komatsu 931.1 and 941.1 Harvesters and can be installed on 
other carriers as a loose head. 
 
The C144 features a new robust frame design for improved durability and a new swing damping system for more 
responsive head control. The 40º rearward tilt angle provides fast feeding performance and reduces head frame stress 
when harvesting and/or reaching on downhill slopes. The new feed system utilizes four hydraulic motors and drive rollers. 
 
The unique addition of the second roller ensures more contact with the stem, creating feeding force of up to 6,654 lbf. 
With a maximum feed speed up to 16.4 ft/sec operators can handle more difficult trees and limbs. www.komatsuforest.us 
 
Gem Chain Bar 
 
After several months of field testing, Gem Chain Bar has introduced its own line of 404 harvester bars. Development of 
this new product line was driven by customer request. 
 
The bars are made from premium grade raw materials and the company used the proven CNC manufacturing process used 
for its ¾” pitch bars. All of the new GEM 404 bars have a replaceable external tip, and are powder coated a bright white to 
provide maximum visibility while operating at night. They’re now available in 59cm, 64cm, 75cm and 90cm, with more 
lengths and mounts are coming. www.gemchainbar.com. 
 
Tigercat Introduces First G-series Drive-to-Tree Feller Buncher 
 
Tigercat is pleased to introduce the 724G, the first drive-to-tree feller buncher powered with the high performance Tigercat 
FPT N67 Tier 4f engine. 
 
The 724G wheeled feller buncher has more power, a newly designed engine enclosure, and improved component layout, 
providing superior access and serviceability. Best of all, the Tigercat FPT engine meets Tier 4 final emission standards 
using the simplest possible technology. www.tigercat.com 
 
Doppstadt Shredder and Grinder 
 
The powerful and flexible Doppstadt DW 3060 K BioPower Slow-Speed Shredder on tracks comes with 42 wear-resistant 
steel teeth to accommodate even the most difficult shredding tasks. The comb opens automatically when necessary to 
avoid damage by large unshreddable material, and all the wear parts are quickly and easily replaceable. A multifunctional 
display shows all machine data and enables easy machine operation. With fuel economy as low as 9.2 gallons per hour, the 
shredder provides ultimate performance and high efficiency. 
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The versatile AK 510 K BioPower Grinder on tracks stands out for its free-swinging flail holders with separately 
replaceable wearing tools. The heavy gyrating mass of the flail drum works at approximately 1,000 rpm, and the hydraulic 
support is controlled without engine power. The large protection doors on all sides allow easy maintenance while short 
set-up times are achieved by the hydraulically foldable discharge conveyor. The AK 510 K BioPower achieves an 
optimum and efficient recovery of secondary raw materials. www.doppstadtwestusa.com 
 
New Eco Mode on Terex® Fuchs Material Handlers 
 
Terex® Fuchs E Series material handlers now feature standard Eco Mode operation that provides substantial fuel savings. 
Conveniently located on the machine’s new multifunction button control panel, operators can select either a “Power 
Mode,” “Eco Mode,” or “Eco+ Mode” operating setting, to match the application. 
 
Featuring a three-stage engine speed operation, the E Series material handler can be set to “Power Mode,” providing the 
operator with optimal power and speed for heavy-duty applications. When encountering less-demanding, medium-duty 
tasks, the operator can simply press the “Eco Mode” button, which lowers engine RPM by up to 12%, depending on the 
model, and caps engine horsepower at 90%. www.terex.com/construction 
 
New Lightweight Stihl Chainsaw Delivers Smooth, Steady Cut 
 
Stihl’s new MS 661 C-M chainsaw has a low power-to-weight ratio and is the lightest chainsaw in its engine displacement 
class. 
 
It weighs in at 16.3 lbs., has a displacement of 91.1 cc’s and a power output of 5.4 kWs. Contributing to its lighter weight 
is the stainless steel muffler and ROLLOMATIC ES guide bar. 
 
The engine uses a cylinder with four-channel technology that delivers high torque over a wide rpm range. This results in 
up to 20% fuel savings and about 50% fewer emissions. The chainsaw also includes an innovative anti-vibration system 
and HD2 filter with radial seal. 
 
A microchip controls the engine’s ignition timing and fuel su


